
Product Configuration
CS 750c Series

Fax System (T)
Fax 2nd Line Unit (MP-80)
GP-1050 Wireless LAN Adaptor
GP-2010 Bluetooth Module
GN-3010 Antenna for Bluetooth or Wireless Adapter
GP-1080 IPsec Enabler
GP-1070 Data Security Overwrite Enabler
Finisher Guide Rail (AK-800)

Additional Options Not Shown

CS 750c/650c/550c includes a 10.4” control panel, 
100 sheet RADF, duplex, a 2,320 sheet paper tray, 

dual 540 sheet drawers and a 100 sheet multi-purpose tray

3,000 sheet
Multi-Position Finisher

2,500 sheet 
Side Large Capacity Tray

3,000 sheet
Saddle-Stitch Finisher

2/3 Hole 
Punch Unit

Gain advanced control of your color output with optional EFI™ Fiery technology
• Advanced color calibration 
• Sophisticated queue management
• Intuitive user interface
• Additional EFI components available for added functionality

➛

➛

Output Speeds and Productivity (B&W/Color)
CS Model 750c 650c 550c
Letter (ppm) 75/65 65/65 55/55
Legal (ppm) 39/31 31/31 29/29
Ledger (ppm) 37/30 30/30 27/27

Dimensions
Approximate dimensions of mainframe
27.2" W x 30.7" D x 60.7" H; 542 lbs.

Approximate dimensions of mainframe, saddle-stitch finisher 
and punch unit:
56.0" W x 30.7" D x 60.7" H; 712 lbs. 

Approximate dimensions of mainframe, saddle-stitch finisher and
punch unit, side large capacity tray:
68.8" W x 30.7" D x 60.7" H; 775 lbs. 

Requirements Checklist

✔ Take accurate measurements of the intended install location
to ensure the CS Color MFP and accessories will fit 
accordingly

✔ Ensure prompt and successful delivery by checking for 
elevator access and note any special deliver requirements
(time of day, special flooring, etc.)

✔ Ensure special electrical requirements are satisfied prior 
to install (dedicated outlet)

✔ Install the correct print driver(s) and set as default on users PC

✔ Check for appropriate toner item codes and ensure there is
enough on hand

✔ Leave all printed materials and driver CD with the customer

✔ Conduct a thorough key-operator training for all users 
including features such as control panel navigation, paper 
selection and finishing
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